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                LMR

        LMR ® is a complete solution that prioritizes simplicity, ruggedness, and weatherability, and its proven construction provides the reliable and durable solutions utilities require that will stand the test of time.

    





   

    Select a LMR Category
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	UltraFlex
	LLPX
	75 Ohm




    

    
        
           
                           
            
                
                    Standard

                    Our standard LMR® is the industry standard in high-performance broadband, flexible, low-loss 50 Ohm coaxial cables. Features include 100% effective shielding; available as pre-terminated assemblies; and rugged UV, sunlight and weather resistance.

                


                

                   
                                                        
                                                      

                        

                            


                            
                                Standard

                                The industry standard in high-performance broadband, flexible, low-loss 50 Ohm coaxial cables. Features include 100% effective shielding; available as pre-terminated assemblies; and rugged UV, sunlight and weather resistance.

                                
                                	LMR-100-PUR
	LMR-195
	LMR-600
	LMR-400
	LMR-240


                            


                        


                    

                                                

                        

                            


                            
                                Fire Retardant

                                LMR- FR is a non-halogen (non-toxic), low smoke, fire retardant cable designed for in-building runs that can be routed anywhere except air handling plenums. LMR-FR is UL/NEC & CSA rated 'CMR' and 'T4' respectively, meets FAA FAR25 requirements and is MSHA-P for mining applications.

                                
                                	LMR-600-FR
	LMR-195-FR
	LMR-600-FR-PVC
	LMR-400-FR-PVC
	LMR-100-FR
	LMR-1200-FR
	LMR-900-FR
	LMR-400-FR
	LMR-240-FR


                            


                        


                    

                                                

                        

                            


                            
                                Direct Burial

                                LMR- DB is a waterproof version of the LMR. The addition of a waterproofing compound in and around the foil/braid ensures continuous reliable service should the jacket be inadvertently damaged during installation or in the future.

                                
                                	LMR-240-DB
	LMR-900-RR-DB
	LMR-400-RR-DB
	LMR-195-DB
	LMR-1200-DB
	LMR-900-DB
	LMR-600-DB
	LMR-400-DB


                            


                        


                    

                      
                

               


            

                    
	            
	                
	                    Specifiations

	                


	                
	                    
	                    	LMR	100	195	240	400	600	900	1200
	Velocity of

Propogation	66%	80%	83%	66%	80%	83%	83%
	Times Delay

nS/ft ()m	1.54

(5.05)	1.54

(5.05)	1.54

(5.05)	1.54

(5.05)	1.54

(5.05)	1.54

(5.05)	1.54

(5.05)
	Capacitance

pF/ft(m)	66%	80%	83%	66%	80%	83%	83%
	Inductance

nS/ft ()m	1.54	1.54	1.54	1.54	1.54	1.54	1.54
	Max Oper. Voltage

Volts DC	66%	80%	83%	66%	80%	83%	83%
	Jacket Spark

nS/ft ()m	1.54	1.54	1.54	1.54	1.54	1.54	1.54
	Peak Power

kW	66%	80%	83%	66%	80%	83%	83%



	                


	            

	        

                 
 
        
        
           
                           
            
                
                    UltraFlex

                    LMR®- Ultra-Flex has a stranded center conductor and rubber outer jacket designed for multiple bending/flexing cycles. It is used for both indoor and outdoor applications.

                


                

                   
                                                        
                            					
                        
                            

                                
                                    LMR-100-UF

                                                                        LMR®-100-UF 50 Ohms coax cable with a stranded center conductor and rubber jacket. Perfect for applications requiring multiple bending/flexing cycles.                                

                        

                

																	
                        
                            

                                
                                    LMR-195-UF

                                                                        LMR®-195-UF 50 Ohms coax cable with a stranded center conductor and rubber jacket. Perfect for applications requiring multiple bending/flexing cycles.                                

                        

                

																	
                        
                            

                                
                                    LMR-240-UF-FR

                                                                        LMR®-240-UF-FR 50 ohm coax cable with a stranded center conductor and a non-halogen (non-toxic), low smoke, fire retardant jacket. Perfect for applications requiring multiple bending/flexing cycles.                                

                        

                

																	
                        
                            

                                
                                    LMR-400-UF-FR

                                                                        LMR®-400-UF-FR 50 ohm coax cable with a stranded center conductor and a non-halogen (non-toxic), low smoke, fire retardant jacket. Perfect for applications requiring multiple bending/flexing cycles.                                

                        

                

																	
                        
                            

                                
                                    LMR-600-UF

                                                                        LMR®-600-UF 50 Ohms coax cable with a stranded center conductor and rubber jacket. Perfect for indoor and outdoor applications requiring multiple bending/flexing cycles.                                

                        

                

																	
                        
                            

                                
                                    LMR-240-UF

                                                                        LMR®-240-UF 50 Ohms coax cable with a stranded center conductor and rubber jacket. Perfect for indoor and outdoor applications requiring multiple bending/flexing cycles.                                

                        

                

																	
                        
                            

                                
                                    LMR-400-UF

                                                                        LMR®-400-UF 50 Ohms coax cable with a stranded center conductor and rubber jacket. Perfect for indoor and outdoor applications requiring multiple bending/flexing cycles.                                

                        

                

												
                

               


            

                
 
        
        
           
                           
            
                
                    LLPX

                    LMR®- LLPX is an indoor highly fire-retardant cable intended specifically for runs within return air handling plenums (e.g., dropped ceilings, raised floors). It has a UL/NEC & CSA rating of 'CMP' and 'FT6' respectively.

                


                

                   
                                                        
                            					
                        
                            

                                
                                    LPA-500-LLPL

                                                                        LPA-500-LLPL® 1/2” Air-Dielectric Corrugated Plenum Cable is a low-loss, plenum listed (type CMP) coaxial cable. This design offers excellent intermodulation performance, and can be used as feedlines within buildings to support distributed antenna systems (DAS).                                

                        

                

																	
                        
                            

                                
                                    LMR-600-LLPX

                                                                        LMR®-600-LLPX® 50 Ohms coax cable with a high-fire retardant jacket. Perfect for indoor runs within a return air handling                                

                        

                

																	
                        
                            

                                
                                    LMR-240-LLPX

                                                                        The LMR®-240-LLPX® coaxial cable from Times Microwave is a 50 Ohm cable designed for indoor runs within the return air handling. It features a high-fire retardant jacket, making it ideal for applications where fire safety is a concern. This cable is easy to install and provides reliable signal transmission with low loss and high flexibility. Its low smoke and toxicity rating make it ideal for use in commercial buildings, hospitals, and other applications where safety is a top priority.                                

                        

                

																	
                        
                            

                                
                                    LMR-400-LLPX

                                                                        LMR®-400-LLPX® 50 Ohms coax cable with a high-fire retardant jacket. Perfect for indoor runs within the return air handling                                

                        

                

																	
                        
                            

                                
                                    LMR-1200-LLPX

                                                                        LMR®-1200-LLPX® coax cable from Times Microwave Systems® is an exceptional 50 Ohms coax cable with a high-fire retardant jacket. This makes it perfect for indoor runs within the return air handling. The cable has a low-loss foam dielectric and a solid outer conductor which ensures maximum power handling with minimal attenuation. Its excellent shielding effectiveness and ability to operate in extreme environments make it the perfect choice for a wide range of applications. Whether you're in the military, aerospace, or broadcasting industry, the LMR-1200-LLPX coax cable is a reliable and high-performance solution for your RF needs.                                

                        

                

																	
                        
                            

                                
                                    LMR-900-LLPX

                                                                        LMR®-900-LLPX® 50 Ohms coax cable with a high-fire retardant jacket. Perfect for indoor runs within return air handling plenums (e.g. dropped ceilings, raised floors). It has a UL/NEC & CSA rating of 'CMP' and 'FT6' respectively.                                

                        

                

																	
                        
                            

                                
                                    LMR-195-LLPX

                                                                        LMR®-195-LLPX® is an indoor highly fire retardant cable intended specifically for runs within return air handling plenums (e.g. dropped ceilings, raised floors). It has a UL/NEC & CSA rating of 'CMP' and 'FT6' respectively.                                  

                        

                

												
                

               


            

                    
	            
	                
	                    

	                


	                
	                    
	                    LMR®– LLPX is an indoor highly fire-retardant cable intended specifically for runs within return air handling plenums (e.g., dropped ceilings, raised floors). It has a UL/NEC & CSA rating of ‘CMP’ and ‘FT6’ respectively.


	                


	            

	        

                 
 
        
        
           
                           
            
                
                    75 Ohm

                    LMR®-75 standard is a UV resistant polyethylene jacketed cable designed for 20-year service outdoor use. The bending and handling characteristics are significantly better than any smooth wall or corrugated hard-line cables.

                


                

                   
                                                        
                                                      

                        

                            


                            
                                Standard

                                LMR®-75 standard is a UV-resistant polyethylene jacketed cable designed for 20-year service outdoor use. The bending and handling characteristics are significantly better than any smooth wall or corrugated hard-line cables.

                                
                                	LMR-400-75
	LMR-240-75
	LMR-600-75


                            


                        


                    

                                                

                        

                            


                            
                                Direct Burial

                                Coaxial cable designed for direct burial

                                
                                	LMR-600-75-DB


                            


                        


                    

                                                

                        

                            


                            
                                Fire Retardant

                                LMR®-75-FR is a non-halogen (non-toxic), low smoke, fire retardant cable designed for in-building runs that can be routed anywhere except air handling plenums. LMR-75-FR is UL/NEC & CSA rated 'CMR' and 'FT4' respectively, meets FAA FAR25 requirements and is MSHA-P for mining applications.

                                
                                	LMR-240-75-FR
	LMR-600-75-FR
	LMR-400-75-FR


                            


                        


                    

                      
                

               


            

                    
	            
	                
	                    

	                


	                
	                    
	                    LMR®-75 standard is a UV resistant polyethylene jacketed cable designed for 20-year service outdoor use. The bending and handling characteristics are significantly better than any smooth wall or corrugated hard-line cables.


	                


	            

	        

                 
 
         	
   

 





  
     
            
            
                
                    Do You Have Questions?

                    Not sure what you're looking for? Unable to find what you need? Get in touch with our team of experts who can help guide you towards a solution.

                

                
                    Speak to an Expert
                    Product Finder  
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                Subscribe to our newsletter!

                Interested in receiving email newsletters and other updates from Times? Subscribe now!
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                Times Microwave Systems,
 358 Hall Avenue, Wallingford,
 CT 06492, USA 
 T: +1 (800) 867-2629 
F: 203-949-8423

            

                        
                Times Microwave Systems,
 Shanghai, China 
 T: 86-21-51761234 
F: 021-64424098
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